UHF MILSATCOM PHASED ARRAY 5 sitepltalia
ANTENNA SYSTEM
OE-187 “CP” VERSION

ITAR FREE

Directly derived from the SITEP’s technology
used for shipboard marine terminals, it is
based on X/Y architecture operating from
many years on board naval vessels.

FEATURES Based on a new concept the UHF antenna is
designed to maximise performance anD
1 Possibility to program position of reliability at sea.

satellites constellation
1 Possibility to program blind sectors The antenna can perfectly operate with

Up to three channels (full duplex) SITEP Combiner Switch SA-187 and Receive
UGBS Multicoupler R-187 so as to allow three
Dual look capability h I d dual look biliti

On-board back-up GPS channels and dual look capabilities.

On board IMU

Antenna switch over

Possibility of remote control through
RS-422 line or Ethernet connection
T No azimuth keyholes
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CONFIGURATIONS
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DOUBLE ANTENNA DOUBLE ANTENNA
SINGLE ANTENNA SINGLE CHANNEL THREE CHANNEL/DUAL LOOK

TECHNICAL CHARACTERISTICS

ELECTRICAL MECHANICAL (Above Deck Equipment)
ABOVE DECK EQUIPMENT
POWER SUPPLY
ABOVE DECK EQUIPMENT
POWER SUPPLY 115 VAC/60 Hz
BELOW DECK EQUIPMENT
CONSUMPTION 300 VA (Max) g CKEQU
BELOW DECK EQUIPMENT
ANTENNA CONTROL UNIT (ACU)
POWERR SUPPLY 115 VAC/60 Hz
CONSUMPTION 620 VA(Max) _
(600 VA for the above deck equipment)
COMBINER SWITCH
POWER SUPPLY 115 VAC/60 Hz
CONSUPTION 100 VA

POWER SUPPLY 115 VAC/60 Hz

Specifications subject to change without notice ©SITEPItalia Spa2015



